
2018

Zatec, Czech Republic

Factory

Stormwater treatment
Corrugated steel pipes

1,200 m3

2018

Prostějov, Czech Republic

Factory 

Stormwater treatment
Retention, firewater tank + APS technology tank

234 m3

1200 m3 corrugated steel pipes had been installed in NEXEN TIRE Plant in the Czech 
Republic that came into operation in 2018 and as a main production base of NEXEN 
TIRE in Europe for global production system. It produces 12 million units through 
phased extension. 

Corrugated steel pipes are effective solutions for treating storage rainfall from paved 
surfaces, from parking area in this particular case. Tubular sections are connected by 
watertight hinges, while the body is retained by the rubber seals in the casting. During 
the installation of pipes, we have been present all the time on site, with great emphasis 
on the quality of the filling material and the compression, as the flexible steel structure 
passes the load to the filling around it.

This was the first concrete tank instalation of U-type U in the country. The concrete has 
special coating for contact with drinking water. The tanks are devided into 3 separate 
chambers: 1. Chamber – storage tank for drinking water 2. Chamber – technology of 
APS – pumping the water to the building 3. Firewater tank. We are proud of this reference 
because this is the firts project where we workded with U-spahed tanks had been 
manufactured in our factory at Senica (SK)

PURECO STORMWATER SOLUTION IN THE RECENTLY BUILT 
NEXEN TIRE PLANT 

RETENTION, FIREWATER TANK + APS TECHNOLOGY TANK

stormwater storage / corrugated steel pipes /  
easy to install and operate

retention / firewater / U-shape tanks / new solution / 
 easy and fast to install
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